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Section 7

Parking

7.1 Parking and Transportation Facilities

DG-7.1.1

DG-7.1.2

DG-7.1.3

DG-7.1.4

DG-7.1.5

Automobile parking spaces required for any Sports and Entertainment Complex use
pursuant to Ch. 12, Article 19, Section 12-39.96.1 of the Inglewood Municipal Code
may be provided within any parking facility within the Sports and Entertainment
Complex.

The Sports and Entertainment Complex shall include parking for coach buses and
microtransit, mini-bus, or paratransit vehicles. Parking for such transportation
vehicles may be provided within the same facility as automobile parking.

The Sports and Entertainment Complex shall include areas to accommodate taxis,
Transportation Network Company (“TNC”) vehicles, or vehicles providing similar
ridesharing or ridehailing services, including a pick-up and drop-off area for
passengers and a queuing area for such vehicles. Such transportation facilities may
be provided within the same facility as automobile parking.

Additional parking in excess of the required parking or for specialized vehicles such
as media broadcast trucks or other vehicles related to any use within the Sports and
Entertainment Complex may be provided.

Valet parking may be provided within any parking facility.

7.2 TNC Facilities

DG-7.2.1

DG-7.2.2

DG-7.2.3

DG-7.2.4

Passenger pick-up and drop-off areas or facilities providing passenger access to
TNC vehicles, or vehicles providing similar ridesharing or ridehailing services, should
be designed to provide safe pedestrian access between such vehicles and
pedestrian circulation areas.

Transportation facilities may include a vehicle queuing area to allow vehicles to
access passenger pick-up and drop-off areas or facilities.

The minimum width of any lanes provided for queuing for taxi, TNC vehicles, or
similar vehicles shall be 8 feet.

Pavement and drainage for any facility or portion of a facility providing passenger
pick-up or drop-off or queuing areas for TNC vehicles located within a surface lot
shall comply with Ch. 12, Article 19, Section 12-55.2 of the Inglewood Municipal
Code.

7.3 Transportation Demand Management

DG-7.3.1

DG-7.3.2

Preferential parking for employee carpool or vanpool vehicles should be provided
within parking facilities in locations that provide convenient access for employees
and designated through clearly visible sighage or space markings.

Information about alternative modes of transportation such as public transit,
ridesharing, bicycling, and pedestrian modes and related available programs and
facilities should be provided via information kiosk, bulletin board located, or similar
feature within the Sports and Entertainment Complex.
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DG-7.3.3

DG-7.3.4

The following bicycle parking spaces and facilities shall be provided within the
Sports and Entertainment Complex:

(A) A minimum of 60 bicycle parking spaces available for use by employees;

(B) A minimum of 23 bicycle parking spaces available for use by Sports and
Entertainment Complex patrons;

(®) Shower and locker facilities available to employees who commute by
bicycle;

(D) A bicycle repair station accessible to employees and patrons.

Bicycle parking and facilities should be provided in areas within the Sports and

Entertainment Complex that provides safe and convenient access to employees and
patrons visitors traveling by bicycle, considering site conditions.

7.4 Vehicular Access to Parking and Transportation Facilities

DG-7.4.1

DG-7.4.2

DG-7.4.3

DG-7.4.4

DG-7.4.5

DG-7.4.6

DG-7.4.7

Driveways providing vehicular access to a parking or transportation facility may
provide dedicated ingress lanes or egress lanes, two-way lanes, or reversible
ingress/egress lanes.

The width of any dedicated ingress lane or egress lane, or reversible ingress/egress
lane providing access to a parking or transportation facility shall not be less than 10
feet.

The width of any two-way lane providing access to a parking or transportation
facility shall not be less than 20 feet.

A driveway that provides ingress or egress to a parking or transportation facility may
be closed or obstructed to prevent ingress or egress when such access is not
required to provide parking for a use or event within the Sports and Entertainment
Complex or as necessary to implement a transportation management plan or
strategies.

A gate, raisable arm, or other device or technology may be used to control or
regulate vehicular ingress or egress to a parking or transportation facility.

The location and function of any device or technology used to control or regulate
vehicular access to a parking or transportation facility should be designed to reduce
the need for queuing on public streets to enter the facility, as feasible considering
site conditions, event conditions, and vehicular circulation.

Any driveway providing ingress or egress to any parking or transportation facility
shall be paved to standards not less than required per Ch. 12, Article 19, Section
12-55.2 of the Inglewood Municipal Code.

7.5 Parking Facility Design

DG-7.5.1

Traffic circulation within any facility or portion of a facility providing required
automobile parking shall comply with Ch. 12, Article 19, Section 12-55 of the
Inglewood Municipal Code.
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DG-7.5.2 Access and turning radius for any facility or portion of a facility providing automobile
parking required pursuant to IMC 12-38.96.1 shall comply with Ch. 12, Article 19,
Section 12-54 of the Inglewood Municipal Code.

DG-7.5.3 Driveway slopes and ramps for any facility or portion of a facility providing required
automobile parking shall comply with Ch. 12, Article 19, Section 12-54.1 of the
Inglewood Municipal Code.

DG-7.5.4 Parking space striping for any facility or portion of a facility providing required
automobile parking shall comply with Ch. 12, Article 19, Section 12-55.1 of the
Inglewood Municipal Code.

DG-7.5.5 Parking lot pavement and drainage for any facility or portion of a facility providing
required automobile parking within a surface lot shall comply with Ch. 12, Article 19,
Section 12-55.2 of the Inglewood Municipal Code.

DG-7.5.6 Parking slope of any facility or portion of a facility providing required automobile
parking shall comply with Ch. 12, Article 19, Section 12-55.3 of the Inglewood
Municipal Code.

DG-7.5.7 Within any portion of a parking structure provided for public automobile parking,
continuous raised concrete curbs may be provided three feet from the end of a
parking space as necessary to ensure that any parked vehicle will not touch any
wall, building, or other object.

DG-7.5.8 Wheel stops may be provided where necessary to protect landscaping, parking
equipment, or other infrastructure and should be located to avoid tripping hazards.

DG-7.5.9 The visual impact of parking or transportation facilities should be reduced by
providing landscape buffer areas, screening, or natural topography or planned
grading, consistent with these SEC Design Guidelines.

7.6 Parking Space Dimensions

DG-7.6.1 Any automobile parking space provided to meet parking requirements for the Sports
and Entertainment Complex per Ch. 12, Article 19, Section 12-38.96.1 of the
Inglewood Municipal Code shall comply with Ch. 12, Article 19, Sections 12-51(A)
and 12-51(B) of the Inglewood Municipal Code, as applicable, and as shown in
Table 7.6 Parking Space Dimensions.

DG-7.6.2 Parking spaces provided for coach buses, microtransit, mini-bus, or paratransit
vehicles shall comply with Table 7.6 Parking Space Dimensions.
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Table 7.6 Parking Space Dimensions

Minimum | Minimum | Minimum

Parking Space Type Width Length Vertical

Clearance

Standard Parking Space

(no obstructions or not more than one column or post on one side of the 8 18’
space)
Standard Parking Space 9 18
(multiple columns or posts or obstructions on one side of the space)
Standard Parking Space
(multiple columns or posts or obstructions on more than one side of the 96" 18’ 82
space)
Compact Parking Space 8 16
Coach Bus Space 12’ 39
Tandem Parking Space (2 vehicles) 9 36’
Microtransit, Mini-bus, or Paratransit Vehicle Space 12’ 25’
DG-7.6.3 Compact parking spaces may be provided to meet the parking requirements of any
Sports and Entertainment Complex use, consistent with Ch. 12, Article 19, Section
12-49(A) of the Inglewood Municipal Code.
DG-7.6.4 Tandem parking shall not be utilized to satisfy the required number of parking

spaces for any Sports and Entertainment Complex use. Areas provided for vehicle
queueing or passenger pick-up and drop-off shall not be considered tandem
parking.

(.7 Accessible Parking

DG-7.7.1

DG-7.7.2

The Sports and Entertainment Complex shall provide accessible parking per the
requirements of Ch. 12, Article 19, Section 12-57 of the Inglewood Municipal Code
and any applicable State of California requirements.

Required accessible parking spaces may be provided in any parking facility within
the Sports and Entertainment Complex.
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