NOTES:
1. SEE TRAFFIC SIGN PLANS FOR ADDITIONAL SIGNS.

LEGEND:
- PROPOSED SIGNING OR STRIPING
- TYPE VII ARROW
- TYPE III ARROW
- SIGNALIZED INTERSECTION
- 3 POST SIGN
- 12" CROSSWALK OR LIMIT LINE
- ONLY" PAVEMENT MARKING
- ONLY" PAVEMENT MARKING
- PROPOSED PEDESTRIAN CROSSWALK OR LIMIT LINE
- PROPOSED STREET LIGHTING

CONSTRUCTION NOTES:
- INSTALL 4" WHITE LINE AND PAVEMENT MARKERS PER DETAIL 6, CALTRANS STD PLAN ASDA.
- INSTALL EDGE LINE PAVEMENT MARKERS FOR LEAD LINE PER DETAIL 6, SHEET SPD-301.
- INSTALL 8" WHITE LINE AND PAVEMENT MARKERS FOR DETAIL 28, CALTRANS STD PLAN ASDA.
- INSTALL ROADSIDE SIGN USING STRAP AND BRACKET METHOD PER CALTRANS STD PLAN R5A.
- INSTALL 8" WHITE LINE AND PAVEMENT MARKERS FOR LANE DROP PER DETAIL 30, CALTRANS STD PLAN ASDA.
- INSTALL 12" WHITE LINE FOR DETAIL 27, CALTRANS STD PLAN ASDA.
- INSTALL DOUBLE 4" YELLOW LINE AND PAVEMENT MARKERS PER DETAIL 28, CALTRANS STD PLAN ASDA.
- INSTALL 4" WHITE LINE FOR LANE EXTENSION THROUGH INTERSECTION PER DETAIL 40, CALTRANS STD PLAN ASDA.
- INSTALL TYPE III, LEFT OR RIGHT, ARROW PER CALTRANS STD PLAN R5A.
- INSTALL 8" WHITE LINE AND PAVEMENT MARKERS PER DETAIL 28, CALTRANS STD PLAN ASDA.
- INSTALL PAVEMENT MARKING FOR LANE EDGES PER DETAIL 28, CALTRANS STD PLAN ASDA.
- INSTALL 12" WHITE LINE ON CROSSWALK PER CALTRANS STD PLAN 27B, CROSSWALK WIDTH = 15' CLEAR.
- INSTALL AND INSTALL 1 POST ROADSIDE SIGN PER CALTRANS STD PLAN R51.
- INSTALL AND INSTALL 1 POST ROADSIDE SIGN IN WHITE PER CALTRANS STD PLAN R51 WITH MOUNTED GROUND CLEARANCE OF 12" FROM BOTTOM OF SIGN.
- NOT USED
- PAINT ISLANDS OR MANAGEMENT ON STREET.
- INSTALL 12" YELLOW CURBLINE FOR CALTRANS STD PLAN 27B, CROSSWALK WIDTH = 15' CLEAR.
- INSTALL 4" WHITE LINE AND PAVEMENT MARKERS FOR DETAIL 28, CALTRANS STD PLAN ASDA.
- INSTALL 8" WHITE LINE AND PAVEMENT MARKERS FOR DETAIL 28, CALTRANS STD PLAN ASDA.

REVISIONS

- SHEET SPD-301 FOR DETAILS.
- INSTALL 12" YELLOW CURBLINE FOR CALTRANS STD PLAN 27B, CROSSWALK WIDTH = 15' CLEAR.
- INSTALL 4" WHITE LINE AND PAVEMENT MARKERS FOR DETAIL 28, CALTRANS STD PLAN ASDA.

CITY OF INGLEWOOD, CALIFORNIA
PUBLIC WORKS DEPARTMENT

PLAN SET

DESIGNATED TO

RELEASED TO

WORK SHEET 2 OF 2 FROM DATE OF HANDOUT

DATE

ST-4896

DESIGN REVIEW SUBMITTAL NOT FOR CONSTRUCTION
NOTES:
1. SEE TRAFFIC SIGNAL PLANS FOR ADDITIONAL SIGNS.

LEGEND:
- PROPOSED SIGNING OR STRIPING
- EXISTING SIGNING OR STRIPING
- SIGNALIZED INTERSECTION
- 1 POST SIGN
- 12" CROSSWALK OR LANE LINE
- PROPOSED PEDESTRIAN LIGHTING
- PROPOSED STREET LIGHTING

CONSTRUCTION NOTES:
1. INSTALL 4" WHITE LINE AND PAINT MARKERS PER DETAIL 9, CALTRANS STD. PLAN A20A.
2. INSTALL 4" WHITE LINE AND PAINT MARKERS PER DETAIL 38, CALTRANS STD. PLAN A20D.
3. INSTALL PROPOSED PEDESTRIAN LIGHTING USING STRAP AND SADDLE BRACKET METHOD PER CALTRANS STD. PLAN RS4.
4. INSTALL 8" WHITE LINE AND PAINT MARKERS FOR LANE DROP PER DETAIL 378, CALTRANS STD. PLAN A20C.
5. INSTALL 8" WHITE LINE FOR LANE EXTENSION THROUGH INTERSECTION PIER DETAIL 40, CALTRANS STD. PLAN A20D.
6. INSTALL TYPE IV, LEFT OR RIGHT, ARROW PER CALTRANS STD. PLAN A24A.
7. INSTALL 8" WHITE LINE AND PAINT MARKERS PER DETAIL 38A, CALTRANS STD. PLAN A20D.
8. INSTALL PAVEMENT MARKING PER CALTRANS STD. PLAN A24D AND A24E.
9. INSTALL 12" WHITE LIMIT LINE OR CROSSWALK PER CALTRANS STD. PLAN A24E. CROSSWALK WIDTH=15' CLEAR.
10. INSTALL 1 POST ROADSIDE SIGN PER CALTRANS STD. PLANS RS1.
11. INSTALL 1 POST ROADSIDE SIGN IN MEDIAN PIER CALTRANS STD. PLANS RS1 WITH MODIFIED GROUND CLEARANCE OF 1.5' FROM BOTTOM OF SIGN.
12. INSTALL 4" WHITE LINE FOR LANE EXTENSION THROUGH INTERSECTION PIER DETAIL 40, CALTRANS STD. PLAN A20D.
13. INSTALL DOUBLE 4" YELLOW LINE AND PAINT MARKERS PIER DETAIL 29, CALTRANS STD. PLAN A20B.
14. INSTALL TYPE IV, LEFT OR RIGHT, ARROW PER CALTRANS STD. PLAN A24A.
15. INSTALL 12" YELLOW CROSSWALK FOR CALTRANS STD PLAN A24E. CROSSWALK WIDTH=15' CLEAR.
16. INSTALL 1 POST ROADSIDE SIGN IN MEDIAN PER CALTRANS STD PLANS RS1 WITH MODIFIED GROUND CLEARANCE OF 1.5" FROM BOTTOM OF SIGN.
17. INSTALL 4" WHITE LINE AND PAINT MARKERS FOR LANE DROP PER DETAIL 378, CALTRANS STD. PLAN A20C.
18. INSTALL 8" WHITE LINE AND PAINT MARKERS PER DETAIL 38, CALTRANS STD. PLAN A20D.
19. INSTALL DOUBLE 4" YELLOW LINE AND PAINT MARKERS PIER DETAIL 29, CALTRANS STD. PLAN A20B.

PAINT ISLAND NOSE YELLOW, SEE SPD-311 FOR DETAILS.

INSTALL 12" YELLOW CROSSWALK PER CALTRANS STD PLAN A24E. CROSSWALK WIDTH=15' CLEAR.

INSTALL 1 POST ROADSIDE SIGN IN MEDIAN PER CALTRANS STD PLANS RS1 WITH MODIFIED GROUND CLEARANCE OF 1.5" FROM BOTTOM OF SIGN.

NOT USED
NOT FOR CONSTRUCTION