SIGNING AND STRIPING GENERAL NOTES:

1. TRAFFIC SIGNING AND STRIPING SHALL CONFORM TO 2010 CALTRANS STANDARD PLANS AND SPECIFICATIONS, THE CALIFORNIA MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (CA MUTCD 2012); THESE PLANS, AND THE SPECIAL PROVISIONS.

2. NO STRIPING SHALL BE DONE WITHOUT THE APPROVAL OF THE CITY. ALL STRIPING AND SIGN LAYOUTS SHALL BE INSPECTED BY THE ENGINEER IN THE FIELD BEFORE STRIPING BEGINS. CONTACT THE PUBLIC WORKS INSPECTOR 48 HOURS BEFORE CATCHING TO SCHEDULE INSPECTION.

3. PAVEMENT LEGENDS SHALL BE LOCATED EIGHT FEET BEHIND THE STOP BAR OR CROSSWALK.

4. ALL STENCILS USED TO INSTALL PAVEMENT LEGENDS SHALL CONFORM TO THE LATEST CALTRANS STENCILING STANDARDS EXCEPT WHEN MODIFIED BY THE CITY STANDARDS.

5. ALL STRIPING, ARROWS AND PAVEMENT LEGENDS SHALL BE THERMOPLASTIC. CURB MARKINGS SHALL BE PAINT (2 COATS).

6. CONTRACTOR SHALL INSTALL 50' 4" WHITE STRIPING ON INTERSECTION APPROACH AND DEPARTURE WITH 4"X7" WHITE LANE LINE.

7. CONTRACTOR SHALL REPAINT RED CURB AND PARKING RESTRICTIONS WHERE APPLICABLE UNLESS OTHERWISE NOTED ON THIS PLAN.

ABBREVIATIONS:

EX EXISTING
IS INSTALL ROADSIDE SIGN ON METAL POST/MAST ARM
RM REMOVE
(GA) STATE OF CALIFORNIA SIGN CODE

LEGEND:

<table>
<thead>
<tr>
<th>No.</th>
<th>EXISTING SIGN TO REMAIN</th>
</tr>
</thead>
<tbody>
<tr>
<td>F</td>
<td>SIGN SHOWN FOR REFERENCE ONLY, SEE FREEWAY SIGN PLAN FOR DETAILS.</td>
</tr>
<tr>
<td>M</td>
<td>INSTALL STRIPING DETAIL</td>
</tr>
</tbody>
</table>

CITY OF INGLEWOOD, CALIFORNIA
PUBLIC WORKS DEPARTMENT

CRESHAW/LAX
TRANSIT CORRIDOR PROJECT
SIGNING & STRIPING MODIFICATION
FLORENCE AVENUE & CENTINELA AVENUE