
1. AU.. PROPERTY LINES ANO !..OT UNES SHALL BE Vt::RIFICO PRIOR TO COMMENCING WORK. 

2. CONTRACTOR SHALL BE RESPONSIBLE FOR MAKING HIMSELF FAMILIAR WITH ALL EXISTING 
UNDERGROUND UTILITIES, PIPES, AND STRUCTURES. CONTRACTOR SHAU. TAKE Rlll 
HESf'ONS!BIUTY FOR COST lNCURREO OUE: TO DAMAGES ANO REPlACE!l.1ENT OF SAID lIT!UTIES 

3. CONTRACTOR SHA.Lt NOT Wll.1.fUll y PROCEED wrrn CONSTRUCTION AND' OR GRADE 
DtFFERENCE WHEN IT IS OBVIOUS THAT UNKNOWN OBSTRUCTIONS EXJST TI-tAT MAY NOT HAVE 
BEEN KNOWN DURING DESIGN. SUCH CONDITIONS SHALL BE IMMEOlA.TELY BROUGHT ·ro THE 
ATTENTION OF THE OWNER'S AlllliORlZED REPRESENTATIVE. THE CONTRACTOR SHALL ASSUME 
FULL RESPONSIBllfTY FOR ALL NECESSARY REVISIONS DUE TO FAILURE TO GIVE SUCH 
NOTIFICATION. 

4. THE LOCATION OF FEATURES TO BE CONSTRUCTED NOT SPECIFICALLY DIMENStONEO f'MY BE 
OETE:RMINC:O av SCALE. VSRIFY SUCH CONOIT!ONS WITH OWNER'S AUTHORIZED 
REPRESSNTATNE. 

5. ALL CONSTRUCTION ANO INSTAUAT!ON OF LANDSCAPE ITEMS SHAU. SE PER CITY Of L.OS 
ANGELES CODES AND ORDINANCES. 

6. ALL WOOD CONSTRUCTION, UNLESS OTHERWISE NOTED, SHALL BE DOUGLAS FIR, COMMON 
EXPOSED GRADE OR BEITER. 

7. EXPIANA1'10N CF ORA WINGS' DUE TO THE SCALE OF DRAWINGS, IT IS NOT POSSIBLE TO INDICATE 
ALL OFFSETS, FITTINGS, SLEEVES, ETC., WHICH MAY llE REQUIRED. THE LANDSCAPE 
CONTRACTOR SHAU. BE REsPONS!BLE TO CAREFUU. Y INVESTIGATE THE STRUCTURAL AND 
FINISHED COND!1l0NS AFFECTING ALL OF IBIS WORK AND PLAN THts WORK ACCORDINGLY, 
FURNISHING SUCH FITTINGS, ETC., l>.S MAY BE REQUIRED TO MEET SUCH CONDITIONS. DRAWINGS 
ARE GENERAU. Y DIAGRAMMATIC AND INDICATIVE OF THE WORK TO BE lNSTAl.LEO. THE WORK 
SHALL BE INSTALLED JN SUCH A MANNER AS TO AVOID CONFLICTS BETWEEN IRRIGATION 
SYSTEMS, WATER FEATURE MECHANICAL SYSTEMS, PLANTING AND ARCHITECTURAL FEATURES. 

S. ALL CONCRETE PAVING SHALL BE PER CIVIi. AflD ARctlll'ECTURAL Pl.ANS. 

$. CONCRETE EXPANSION ANO SAW CUT CONTROL JOINTS PER PLANS AND SPECS, CONTRACTOR TO 
SUBMIT EXPANSION/CONTROL JOINTS SHOP DWGS, PRIOR TO CCNSTRUCTION FOR APPROVAL. 

10. AU. CURVE TO CURVE TANGENT LINES SHALL BE NEAT, TRIM, SMOOTH AND UNIFORM. 

11. EACH CONTRACTOR (TRADE) SHALL BE RESPONSIBLE TO PAY FOR ANO OBTAIN All NECESSARY 
BUILDING PERMITS .Af; MAY Bf:: REQUIRED av LOCAL AGENCIES. Af?t V'IELL, EACH CONTRACTOR 
SHALL PROVIDE ALL DRAWINGS, SCHEDULES, ANO SPECIFlCATIONS AS MAY BE RE-OUJRED FOR 
BUii.DiNG PERMlTS. 

12. THE SUBDIVIDER SHALL RECORD A COVENANT AND AGREEMENT SATISFACTORY TO THE 
ADVlSORY AGENCY GUARANTEEING THAT; 

A THE Pl.ANTING AND IRRIGATION SYSTEM SHALL BE COMPLETED BY THE DEVELOPMENT 
/BUILDER PRIOR TO THE CLOSE OF ESCROW OF 5ll% PERCENT OF THE UNITS OF THE PROJECT 
OR PHASE. 

S. SIXTY DAYS AFTER LANDSCAPE AND IRRIGATION INSTALLATION. THE LAl\!0$CA?E CONTRACTOR 
SHALL SUBMIT TO THE H0MECWNERS/FROPER1Y OWNERS ASSCCIARON A CERTIFICATION OF 
SUBSTANTIAL COMPLETION(§ 12.40 G tAMC) 

C. THE DEVELOPERIBUILOER SHAU. MAINTAIN THE LANDSCAPE ANO IRRIGATION FOR 12 MONTHS 
AFTER COMPLETION OF THE LANDSCAPE AND IRRIGATION INSTAUATION. 

D. EXCEEDING THE CONOITICNS OF APPROVAL, ALL TREES ANO SHR\IBS SHALL BE GUAAANfEEO 
TO HAVEAMl!lllMUM UFE GUARANTEE OF 1WO YEARS OF NORMA!.. VIGOROUS GROWTH. 

1. THE CONTRACTOR SHALL LAYOUT AND VERIFY All DIMENSIONS PRIOR TO CONSTRUCTION, A 
PRELIMINARY PAVING AND WALL LAYOUT WALK THROUGH SHAU Bt: CONDUCTEO PRIOR TO ANY 
FOOTING EXCAVATION OR FORMWORK CONSTRUCTION. ANY DISCREPANCIES SHALL BE BROUGHT 
TO THE ATrENllON OF THE LANDSCAPE ARCHITECT. APPROVAL OF LAYOUT SHAU. BE OBTAINED 
FROM THE LANDSCAPE ARCHIT1'CT. 

2. VERJFY LOCATIONS OF All SITE IMPROVEMENTS l!llSTALLoDUNDER 011iER SECTIONS. IF ANY 
PART OF THIS PLAN CANNOT BE FOU.OWED OUE TO SITE CONDITlONS, CONTACT THE LANDSCAPE 
ARCHITECT FOR INSTRUCTION PRIOR. TO COMMENCING VvURK. 

3. WRITTEN DIMENSIONS TAKE PRECEDENCE OVER SCALED DIMENSIONS. 

4. All HANDICAPPED ACCESS TO COMl'L Y WITH 'STA'!O OF CALIFORNIA STANDARDS rOR 
HANDICAPPED PERSONS," AO.A. (AMERICA.NS WITH DISABil.ITleS ACT}. 

5. WHERE DIMENSIONS ARE CAI.LEO AS "EOUAL"OR "E<l". All REFERENCED ITEMS SHALL llE SPACED 
EQUALLY, MEAS~REO TO THEIR CENTER LINES. 

6. All MEASUREMENTS ARE TO FACE OF BUILDING, WALL OR OTHER FtxED Sl1E IMPROVEMENT. 
DIMENSIONS TO CENTER LINES ARE INDICATED. 

7. INSTALL ALL lNTERSECTING ELEMENTS AT 90 DEGREES TO EACH OTHER UNLESS OTHERWISE 
NOTED. 

8. INSTALL EXPANSION JOINTS FORAU. CONCRETE Fi.ATWORK THAT INTERFACE wrrn VERTICAL 
SURFACES INCLUDING BUll.DtNG AND FREE STANDJN.G WALLS, CURBS AND l!TILITIES. 

QRf'lA.MENJAL SJEJ~l.J:!Q.II;§ 
1. ORNAMENTAL STEEL FABRICATION SHALL FIELD VERfFV ALL D!MENSlONS ANO CONDmONs AT 

THE SITE PRIOR TO PREPARATION OF SHOP DRAWINGS OR FABRICATION OF COMPONENTS. 

2. ORNAMENTAL STEl!L FABRICATION SHAil. PREPARE SHOP DRAWINGS FOR ALL ORNAMENTAL 
STEEL WORK. DRAWING SHALL BE SUBMITTED TO LANDSCAPE ARCHITECT TO VERIFY GENERAL 
DESIGN CONFORMANCE PRIOR TO FABRJCATION. 

3. ALL WELDS SHAU. BE BUTT WELDED ANO GROUND SMOOTH. 

4. ALL ORNAMENT Al Sl'EEL WORK SHAU. BE SHOP PAINTED WHH ONE (1 ! COAT OF CORROSION 
RESISTANT PRIMER AND '!WO (2) COATS OF EXTERIOR GRADE PAINT. COi.OR SHALL MATCH 
ORNAMENTAL STEEL ELEMENTS M INDICATED ON l'LANS. SUBMIT COl..OR SAMPLE TO LANDSCAPE 
ARCHl1ECT TO VERIFY GENERAL DESIGN CONFORMANCE PRlOR TO FABRICATION. 

5. ORNAMENTAL STEEL FABRICATION 3HAU. SUBMIT A MOCK.VP OF EACH ELEMENT TO LANDSCAPE 
ARCHITECT TO VERIFY GENERAL DESIGN CONFORMANCE PRIOR TO FASRJCATION. THE MOCK-UP 
SHALL Be PAINTED AND FlNlSHED AS SPECIFIED ABOVE. 
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